
TERRACED RETAINING WALLS TO

ACCOMMODATE GRADE CHANGE;

EXPOCRETE 'FLAGSTACK' SYSTEM

NATURAL BOULDER FEATURES;

RE-USE OF ROCK FROM SITE; TYP.

CLUSTERS OF NARROW

CONIFERS AT ENTRY CORNER

EXISTING TREES AND

LANDSCAPE TO BE RETAINED

EXISTING TREES

AND LANDSCAPE

TO BE RETAINED

SOD LAWN

MARINA

PLAZA

CURVING CEDAR TRELLIS

AND BENCHES

LOUNGE SEATING NOOKS;

MAGLIN MCL720-W LOUNGE

CHAIR; BRIDGEWOOD SLAB

PAVERS

EXISTING RIP RAP ROCK WALL

'STARLIGHT' DOGWOOD WITH LOW

GROUNDCOVER PLANTING AND SALT

TOLERANT GRASSES BENEATH TO

PRESERVE VIEWS TO WATER

ENTRANCE TO

COVERED PARKING

DECORATIVE PAVING IN MAIN CROSSING

BETWEEN BUILDINGS; MEDIUM SANDBLAST

CONCRETE WITH 1.5M SQUARE SAWCUTS

ANGLED TO DRIVE AISLES

ACER RUBRUM `OCTOBER

GLORY` AS TREE COLONNADE

ALONG MAIN DRIVE AISLE
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EXISTING POOL AND

PATIO TO BE RETAINED
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CONCRETE STAIRS

CONCRETE

FIRE BOWL

GANGWAY TO MARINA

VERTICAL POLE ART

FEATURE; REFERENCE TO

MARINE HERITAGE

CONCRETE STAIR CONNECTION BETWEEN UPPER

AND LOWER PARKING LEVELS; NEW LANDSCAPE

TO BLEND INTO EXISTING LANDSCAPE

PAVED ISLAND WITH CENTRE PLANTING

TO HELP ORGANIZE BOAT LAUNCH;

STAMPED CONCRETE; HERRINGBONE

PATTERN; SAND COLOUR

DECORATIVE PAVING AND ROCK

SEPARATION BETWEEN DROP

OFF ZONE AND MAIN PARKING;

STAMPED CONCRETE;

HERRINGBONE PATTERN; SAND

COLOUR

P

A

T

I

O

P

A

T

I

O

P

A

T

I

O

+ 4.90
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INDOOR

AMENITY

COVERED

OUTDOOR

AMENITY

SEATING LOUNGE

BBQ

OUTDOOR

DINING

OUTDOOR

FIREPLACE

MULTI-USE PATH CONNECTION;

1.5M WIDE CONCRETE UNIT

PAVER WALKWAY TO MARINA;

JUMBO HOLLAND; RUNNING

BOND PATTERN; SAND COLOUR

MEDIUM BROOM FINISH

CONCRETE; .75M SQUARE

SAWCUTS; ANGLED TO

BUILDING

ASPHALT

ASPHALT

ASPHALT

ASPHALT

ASPHALT

CONCRETE UNIT PAVERS;

ASHLAR PATTERN  AND

BARKMAN BRIDGEWOOD

SLABS AT OUTDOOR

AMENITY

TIMBER POST LANDSCAPE

FEATURES AS PARTIAL SCREEN

TO AMENITY AREA

BENCH

BENCH

FUEL

TANKS

DECORATIVE ALUMINUM

RAIL FENCE AND GATE; TO

MATCH ARCHITECTURE

21'

21'

PROPOSED PARKING AREA

LIGHTING; PHILIPS GARDCO

SFV SINGLE LED ARRAY;

QUANTITY AND LOCATIONS TO

BE CONFIRMED BY ELECTRICAL

REFER TO DETAIL 1/L3 FOR ALL

PLANTING DETAILS AND MINIMUM

GROWING MEDIUM DEPTHS

TREES AS VISUAL SCREENING

TO POOL AREA FROM

ADJACENT PROPERTY

MEDIUM BROOM FINISH

CONCRETE;  1.5M SQUARE

SAWCUT PATTERN

CONCRETE UNIT PAVERS;

JUMBO HOLLAND; RUNNING

BOND PATTERN; SAND COLOUR

GANGWAY TO MARINA

21'
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CONCRETE UNIT PAVERS;

RUNNING BOND PATTERN;

SAND COLOUR; 150MM

CONCRETE CURB EDGE

FLUSH TO PAVERS ON GRASS

SIDE ONLY

SPIRAL CONCRETE CURB BAND;

FLUSH WITH PAVING SURFACE

CONCRETE UNIT PAVERS;

JUMBO HOLLAND; RUNNING

BOND PATTERN; SAND COLOUR

MEDIUM BROOM

FINISHED CONCRETE;

.75M SQUARE SAWCUT

BIKE RACKS - MAGLIN MBR150

(X4); SILVER POWDERCOAT

8 BIKES

BIKE RACKS; MAGLIN

MBR 150 (X2); SILVER

POWDERCOAT; 4 BIKES

73°

CONCRETE UNIT PAVERS;

JUMBO HOLLAND; RUNNING

BOND PATTERN; SAND COLOUR

CONNECTION TO MULTI-USE PATH;

1.5M WIDE CONCRETE UNIT PAVER

WALKWAY TO PARK AND MARINA;

JUMBO HOLLAND; RUNNING BOND

PATTERN; SAND COLOUR
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EXISTING CURB

NEWLY PROPOSED CURB

NEWLY PROPOSED 3M WIDE MUP

BIKE RACKS; MAGLIN

MBR150 (X4); SILVER

POWDERCOAT

8 BIKES

DECORATIVE RIVER ROCK

WITH BOULDERS BENEATH

OVERHANG
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NEW RETAINING WALL

EXISTING TREES

AND LANDSCAPE

TO BE RETAINED

EXISTING TREES

AND LANDSCAPE

TO BE RETAINED
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M

FLAGSTACK RETAINING WALL;

REFER TO GEOTECH FOR

DETAILS INCLUDING GEOGRID

REINFORCEMENTS

CIP CONCRETE RETAINING WALL WITH

CANTILEVERED FOOTING TO PROTECT

CRITICAL ROOT ZONE OF ADJACENT

RETAINED TREES; DENSE PLANTING AT

EXPOSED CORNER TO SCREEN WALL

NEW CIP CONCRETE RETAINING

WALL; STONE FACED

RETAIL

ELEC

MECH

MECH

PERFORATED WALL FOR

NATURAL VENTILATION;

REFER TO ARCH FOR

DETAILS

PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME

PROPOSED TREE SCHEDULE

KEY QTY

TREE

17 ACER CIRCINATUM VINE MAPLE 2.5M HT; B&B; 3 STEM CLUMP

28 ACER RUBRUM 'OCTOBER GLORY' OCTOBER GLORY MAPLE 6CM CAL; 2M STD; B&B

18 AMELANCHIER x GRANDIFLORA 'AUTUMN BRILLIANCE' AUTUMN BRILLIANCE SERVICEBERRY 5CM CAL; B&B

16 CORNUS KOUSA X NUTTALLII 'STARLIGHT' STARLIGHT HYBRID DOGWOOD 2.5M HT; B&B

11 LIQUIDAMBAR STYRACIFLUA 'SLENDER SILHOUETTE' SLENDER SILHOUETTE SWEETGUM 6CM CAL; 2M STD; B&B

30 PICEA OMORIKA SERBIAN SPRUCE 3M HT; B&B

5 QUERCUS PALUSTRIS 'CROWN RIGHT' CROWN RIGHT PIN OAK 8CM CAL; 1.8M STD; B&B

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE CANADIAN LANDSCAPE STANDARD, LATEST EDITION [ PREVIOUSLY BC LANDSCAPE

STANDARD].  CONTAINER SIZES SPECIFIED AS PER CNLA STANDARDS.  BOTH PLANT SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  *

REFER TO SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT

MATERIAL AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND

FRASER VALLEY. * SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE

SPECIFIED MATERIAL. UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.  ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO

SUBSTITUTE.  SUBSTITUTIONS ARE SUBJECT TO CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF AVAILABILITY. ALL LANDSCAPE MATERIAL

AND WORKMANSHIP MUST MEET OR EXCEED CANADIAN LANDSCAPE STANDARD'S LATEST EDITION. ALL PLANT MATERIAL MUST BE PROVIDED FROM

CERTIFIED DISEASE FREE NURSERY

PMG PROJECT NUMBER: 16-205

LANDSCAPE
PLAN

L1
12.DEC.21

1/32"=1'-0"

CW

CW

PCM

IRRIGATION NOTE:

HIGH EFFICIENCY DRIP IRRIGATION SYSTEM TO BE DESIGNED AND

INSTALLED BY AN IRRIGATION INDUSTRY ASSOCIATION OF BRITISH

COLUMBIA CERTIFIED IRRIGATION DESIGNER; IRRIGATION TO BE

SUPPLIED FOR ALL ON SLAB PLANTING, INDIVIDUAL PLANTERS AND IN

HIGH TRAFFIC AREAS
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CONCEPT IMAGES

FIRE BOWL

NATURAL ROCK FEATURES

CURVED ARBOR SEATING AREA

WOOD PILING INSPIRED LANDSCAPE

FEATURES

DOUBLE SIDED FIREPLACE AT AMENITY PATIO

SEASIDE MEADOW/ LOW GROUNDCOVER AND GRASS
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PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME

PROPOSED SHRUB SCHEDULE

KEY QTY

SHRUB

ARONIA MELANOCARPA CHOKEBERRY #3 POT; 50CM

CORNUS SERICEA 'KELSEYI' DWARF KELSEY DOGWOOD #3 POT; 80CM

GAULTHERIA SHALLON SALAL #2 POT; 45CM

HOLODISCUS DISCOLOR OCEANSPRAY #3 POT; 80CM

MAHONIA AQUIFOLIUM OREGON GRAPE #3 POT; 50CM

PACHYSTIMA MYRSINITES FALSE BOX #3 POT; 50CM

PHILADELPHUS LEWISII LEWIS’ MOCK ORANGE #3 POT; 60CM

RIBES SANGUINEUM RED FLOWERING CURRANT #3 POT; 80CM

ROSA NUTKANA NOOTKA ROSE #3 POT; 60CM

SYMPHORICARPOS ALBUS SNOWBERRY #2 POT; 30CM

TAXUS X MEDIA 'HICKSII' HICK'S YEW 1.2M B&B

VACCINIUM OVATUM EVERGREEN HUCKLEBERRY  #3 POT; 60CM

GRASS

CALAMAGROSTIS ACUTIFLORA 'KARL FOERSTER' FEATHER REED GRASS #1 POT

DESCHAMPSIA CESPITOSA TUFTED HAIR GRASS #1 POT

HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS #1 POT

STIPA TENUISSIMA MEXICAN FEATHER GRASS #1 POT

PERENNIAL

ARMERIA MARITIMA COMMON THRIFT 15CM POT

LAVENDULA ANGUSTIFOLIA 'MUNSTEAD' ENGLISH LAVENDER; COMPACT; VIOLET-BLUE #1 POT

TELLIMA GRANDIFLORA FRINGE CUP 15CM POT

VANCOUVERIA HEXANDRA INSIDE-OUT FLOWER #1 POT

GC

ARCTOSTAPHYLOS UVA-URSI KINNIKINNICK #1 POT; 20CM

BLECHNUM SPICANT DEER FERN #1 POT; 20CM

CORNUS CANADENSIS BUNCHBERRY #1 POT; 20CM

FRAGARIA VIRGINIANA WILD STRAWBERRY #1 POT; 20CM

MAHONIA REPENS CREEPING OREGON GRAPE #1 POT; 20CM

POLYSTICHUM MUNITUM WESTERN SWORD FERN #1 POT; 25CM

VACCINIUM VITIS IDAEA LINGONBERRY #1 POT

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE CANADIAN LANDSCAPE STANDARD, LATEST EDITION [PREVIOUSLY BC LANDSCAPE

STANDARD].  CONTAINER SIZES SPECIFIED AS PER CNLA STANDARDS.  BOTH PLANT SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  *

REFER TO SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT

MATERIAL AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND

FRASER VALLEY. * SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE

SPECIFIED MATERIAL. UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.  ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO

SUBSTITUTE.  SUBSTITUTIONS ARE SUBJECT TO CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF AVAILABILITY. ALL LANDSCAPE MATERIAL

AND WORKMANSHIP MUST MEET OR EXCEED CANADIAN LANDSCAPE STANDARD'S LATEST EDITION. ALL PLANT MATERIAL MUST BE PROVIDED FROM

CERTIFIED DISEASE FREE NURSERY
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HELICTOTRICHON

SEMPERVIRENS

STIPA TENNUISIMA

CALAMAGROSTIS ACUTIFLORA

'KARL FOERSTER'

RIBES SANGUINEUM

PHILADELPHUS LEWISII

ROSA NUTKANA

VACCINIUM OVATUM PAXISTIMA MYRSINITES

SYMPHORICARPOS ALBUS

GAULTHERIA SHALLON

MAHONIA AQUIFOLIUM

CORNUS SERICEA 'KELSEYII'

ARONIA MELANOCARPA

DESCHAMPSIA CESPITOSA

ACHILLEA MILEFOLIUM

ARMERIA MARITIMA

LAVENDULA ANGUSTIFOLIA 'MUNSTEAD'

TELLIMA GRANDIFLORA

AMELANCHIER ALNIFOLI 'AUTUMN BRILLIANCE'

ACER RUBRUM

'OCTOBER GLORY'

ACER CIRCINATUM
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TAXUS X MEDIA 'HICKSII'

MAHONIA REPENS

VACCINIUM VITIS-IDAEA

FRAGARIA VIRGINIANA

ARCTOSTAPHYLOS UVA-URSI

CORNUS CANADENSIS

BLECHNUM SPICANT

POLYSTICHUM MUNITUM

VANCOUVERIA HEXANDRA

PICEA OMORIKA

QUERCUS PALUSTRI

'CROWN RIGHT'

CORNUS KOUSA X

NUTALLII 'STARLIGHT'

MAGLIN MLB720-W BENCH; SILVER POWDERCOAT;

SURFACE MOUNT USING TAMPER PROOF HARDWARE

PER MANUFACTURER'S SPECIFICATIONS

'CAMDEN' ROUND POT - AVAILABLE FROM ATLAS

POTS; BLACK FIBERGLASS; 42"X30" & 30"X22"

BARKMAN - HARVEST GROVE BBQ GRILL
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NATURAL STONE FEATURES -

RIVER ROCK AND BOULDERS

BARKMAN BRIDGEWOOD PAVERS SAWCUT CONCRETE ASHLAR PAVERS - BELGARD LAFITT GRANA SLAB

REGENCY PT038 SEE THROUGH FIREPLACE INSERTSOLUS HEMI - FIRE BOWL - SHIITAKE COLOUR

LIQUIDAMBAR STYRACIFLUA

'SLENDER SILHOUETTE'

HOLODISCUS DISCOLOR

PHILIPS GARDCO SFV SINGLE LED

ARRAY PARKING AREA LIGHT FIXTURE

MAGLIN MBR150 BIKE RACKS; SILVER POWDERCOAT;

SURFACE MOUNT USING TAMPER PROOF HARDWARE PER

MANUFACTURER'S SPECIFICATIONS

MAGLIN MCL720-W LOUNGE CHAIR; SILVER POWDERCOAT;

IPE WOOD; SURFACE MOUNT USING TAMPER PROOF

HARDWARE PER MANUFACTURER'S SPECIFICATIONS



30CM

TREE STD. HT PER SPECS.

2/3 HT OF STANDARD

45CM

DO NOT CUT LEADER

NOTES:

PROTECT TREE FROM DAMAGE DURING PLANTING; TREE ROOTS NOT TO BE EXPOSED TO SUN, FROST, WIND.  DO NOT LET ROOTS DRY OUT;

ENSURE SURROUNDING SOILS HAVE NOT BEEN GRADED OR COMPACTED PRIOR TO PLANTING; CONFIRM FREE DRAINING SUBSOIL; PROVIDE

POSITIVE SURFACE DRAINAGE AT MINIMUM 2%; CONFIRM EXISTING GROWING MEDIUM MEETS SPECIFICATIONS AND IS SUITABLE FOR RE-USE;

FERTILIZE AS PER GROWING MEDIUM TEST RESULTS; CONFIRM UNDERGROUND SERVICES LOCATIONS PRIOR TO EXCAVATION.  ALL PLANTING PITS

SHALL BE DUG  BY HAND WHERE UNDERGROUND SERVICES MAY EXIST.

50mm WIDE FABRIC BELT / BANDING IN FIGURE 8 PATTERN, ATTACHED

TO STAKE WITH SHINGLE NAIL.  PLACE BELT AT A HEIGHT NO GREATER

THAN THE HEIGHT THAT WILL SUPPORT THE TREE VERTICALLY.

SET TREE PLUMB.  USE TWO ROUND STAKES (50mm - 75mm DIA. P.T.

WOOD), 2.0M IN LENGTH, EACH SET 1/3RD HT. BELOW GRADE.

FINISHED GRADE OF PLANTING, INCLUDING BARK MULCH, TO BE

EQUIVALENT TO NURSERY GROWN GRADE. FINISH GRADE TO MEET

TOPS OF CURBS, WALKS AND DRIVEWAYS, ETC.

1500mm DIA. X 50mm DEEP WELL FORMED IN TOPSOIL FOR

FIRST YEAR WATERING. 50mm DEPTH BARK MULCH APPLIED

AT A  MINIMUM DISTANCE OF 150mm FROM TRUNK.

SOD LAWN

GROWING MEDIUM MINIMUM DEPTH:

A)    SHRUBS - 45 CM;

B)    GROUNDCOVER AND GRASS - 30 CM;

C)     TREES - 30 CM AROUND AND BELOW THE ROOT BALL.

COMPACT GROWING MEDIUM UNDER ROOTBALL TO  95%

PROCTOR DENSITY, TO PREVENT TREE SETTLING. AFTER

COMPACTION, SCARIFY SIDES AND BOTTOM OF PLANTING PIT.

PLANTED HOLE EDGE WITH SHALLOW ANGLE

30CM

30CM

CONCRETE  SLAB

MAX HT. 24"

PROTECTION

BOARD

CONCRETE

APRON

SURFACING PER

LANDSCAPE PLAN

5 EMBEDDED BOULDER

N.T.S.

6"

CONCRETE SLAB BY OTHERS

COORDINATE WATERPROOFING AND ROOF PROTECTION WITH ARCHITECT; TYP.

4'-9"

PL
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UNDERGROUND PARKING

LEVEL; SLAB LOCATION

SHOWN IS APPROXIMATE

FLAGSTACK

RETAINING WALL;

MAX HT. 2'; TYP.

PAVERS

25MM BEDDING SAND

150MM COMPACTED

GRANULAR FILL

COMPACTED

SUBGRADE

PAVERS AS

SPECIFIED ON

LANDSCAPE PLAN

NILEX NUDRAIN PD20

OR EQUIVALENT

DRAINAGE LAYER.

SLAB; WATERPROOFING AND

PROTECTION BY OTHERS;

CONFIRM ACCEPTANCE PRIOR

TO START OF LANDSCAPE

WORK

CONCRETE

EDGE

25 mm BEDDING SAND

150 mm COMPACTED

GRANULAR FILL

COMPACTED SUBGRADE

100 mm CONCRETE OR

EXPOSED AGGREGATE

150 mm COMPACTED

GRANULAR FILL

COMPACTED SUBGRADE

50 mm DEPTH BIRD'S

EYE PEA GRAVEL

NOTE:

PAVERS TO BE INSTALLED TO MANUFACTURER'S SPECIFICATIONS;

80MM OR THICKER PAVER TO BE USED IN VEHICLE AREAS

NOTE:

PAVERS TO BE INSTALLED TO MANUFACTURER'S SPECIFICATIONS

80MM OR THICKER PAVER TO BE USED IN VEHICLE AREAS

CONCRETE

EDGE

25 mm BEDDING SAND

150 mm COMPACTED

GRANULAR FILL

COMPACTED SUBGRADE

PL

Infill Soil

Infill Soil

Infill Soil

OUTRIGGER RD

PROPOSED

CONCRETE

SIDEWALK

1

3

M

 

+

1

4

M

 

+

1

5

M

 

+

1

2

.

3

8

M

 

+

FLAGSTACK

RETAINING WALL;

MAX HT. 2'; TYP.

FLAGSTACK

RETAINING WALL;

MAX HT. 2'; TYP.

FLAGSTACK

RETAINING WALL;

MAX HT. 2'; TYP.

UNDERGROUND PARKING

LEVEL; SLAB LOCATION

SHOWN IS APPROXIMATE

Infill Soil

3'-6"

FLAGSTACK RETAINING

WALL; REFER TO GEOTECH

FOR ENGINEERING

METAL GUARDRAIL ATOP

RETAINING WALL

METAL GUARDRAIL

L-SHAPED CANTILEVER CONCRETE RETAINING

WALL WITH FOOTING BENEATH PARKING - TO

REDUCE EXCAVATION INTO CRITICAL ROOT

ZONE OF RETAINED TREES; REFER TO

STRUCTURAL FOR DETAIL; TYP.

EXISTING ROCK LANDSCAPE WITH

ADDITION OF HEDGE SCREENING OF

NEW  EXPOSED RETAINING WALL

9

.

2

M

 

+

7

M

 

+

6

M

 

+

RETAINED

TREES

GEOGRID LENGTH:

0.915M [3.0 FT]

STANDARD

UNIT

PERFORATED DRAIN

WITH FILTER SOCK

[CONN. TO POSITIVE

OUTLET]

COMPACTED

GRANULAR BASE

FILTER

CLOTH

FOUNDATION

SOIL

RETAINED

SOIL

COPING UNIT

INFILL SOIL

NOTE:  ALL 'FLAGSTACK' WALLS TO

BE ENGINEERED AND REVIEWED

BY GEOTECHNICAL ENGINEER
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7 SECTION A-A

1/4" = 1'0"

8 SECTION B-B

1/4" = 1'0"

9 SECTION C-C

1/4" = 1'0"

10 SECTION D-D

1/4" = 1'0"

11 FLAGSTACK RETAINING WALL

1" = 1'0"
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