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PHIL BUCHANAN P.ENG. (J.E. ANDERSON & ASSOCIATES).

SEE SEWERAGE SYSTEM FILING PK21-239 FOR ADDITIONAL

SYSTEM DESIGN DETAILS.

WATTS 100mm SERIES 709DCD ASSEMBLY C/W MIN 2 ADJUSTABLE STEEL PIPE

SUPPORTS (ELECTRICALLY SEPARATED). TESTABLE, REMOVABLE.

SENSUS TOUCH READ METER TO BE LOCATED IN LID OF THE CHAMBER.

LOCKING BALL VALVES

AE PRECAST 2121 METER BOX MODIFIED FOR THE PROPOSED USE, WITH LADDER

C/W:

- EXTERIOR BLACK DAMP PROOFING.

- INTERIOR WHITE PAINT

- ± 800 X 1700 GALV. DOUBLE LID (LOCKING) AS SUPPLIED BY AE RECAST

SVTZ SERIES OR RELATED.  H20 STATIC LOADING

DRAINAGE SUMP (NO DRAIN)

ADJUSTIBLE STEEL PIPE SUPPORTS ( 2 MIN )

THRUST RING AND THRUST BLOCKS AS REQUIRED (TYP)

SS PIPE TO BEYOND CHAMBER THRUST BLOCKS TO PROVIDE FLEXIBLE JOINT.

RESTRAINED SLEEVE TRANSITION COUPLING SS X PVC CONNECTION.

100mm GATE VALVE

DCDA PRIVATELY OWNED AND MAINTAINED.

ALL COMPONENTS AND ONSITE SERVICING TO BE INSTALLED AND

TESTED PRIOR TO TIE-IN AT CITY WATERMAIN ALLOWED.

SHOP DRAWING TO BE PROVIDED FOR

REVIEW AND APPROVAL PRIOR TO INSTALL.
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WATER METER MATERIAL LIST
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GATE VALVE

100Ø WATER METER - SENSUS OMNI + COMPOUND C2

FLANGED COUPLING ADAPTOR

SILENT CHECK VALVE

LOCKING BALL VALVE

COUPLING

TEST PORT WITH VALVE (FOR 100Ø

METERS OR LARGER)
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100 HxHxF TEE WITH 100 FxH GATE VALVE

CONCRETE TRUST BLOCK REQUIRED.

LIBERTY SERIES 290 PUMP

49 USGPM AT 25ft HEAD
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